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MAINTENANCE PROCEDURES 
AT 
‘TELETYPEWRITER STATIONS 


1. GENERAL 


1.01 This issue supersedes Issue B, This section 

is reissued to give more detailed information 
on the maintenance procedures for work done at cus- 
tomers’ stations. 


1,02 This section outlines a step-by-step procedure 
to be folloxed in performing routine inspec- 


tion and in clearing reported troubles at customers! 
stations. 


1.03 The procedure to be followed at stations asso- 


ciated with 81-type switching systems is cov- 
ered elsewhere. 
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2. PROCEDURE FOR ROUTINE INSPECTIONS 


On arrival at station observe operation of tae set 
to see if it is working satisfactorily. Notify 
testroom of work to be done end spproxmiate time 
required. 


Tf spare oat tw aot 
avat lable. 


Obtain relesse from 
cuntoner. * 


Tet custoser to 
patch to another 
oot. 


correcting any 
noted during observa: ton, 


If unexpected delay is encountered 
clearing defects notify testroom. 


Wrke operating toate and call 
testrooa for distortion tol~ 
erence teete. Upon coapletion, 
report set ready for service to 
custoaer and testrooa. 


lete Fora P77 before 
ing station. 


* If practicable, rele 
period should be 
arranged before mon 
leaves maintenance 
center. 


PROCEDURE FOR CLEARING REPORTED TROUBLE 


25 Check operation of aeshantonsaantally 
Pelton 
3. Wieunl tnepeciton for detective parte 
or fastty adduatamntee 


Te delay tm mavotaasla and spare 
fevetiable, call tertrooe an! exp 


sition, 
[siving aettoate of delay. 


[Eiear trewte. 


JSiseret and that operation te eatiafactory. 


— 


[cospinte Fars F772 berore Yeeving etation, 
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